
Danh mục cấu hình máy tính đề nghị thẩm định giá (đính kèm thông báo số 205): 

CPU: Intel Core i3-12100 (12M Cache, 3.30 GHz up to 4.30 GHz, 4C8T, Socket 1700) 

Mainboard: 

- LGA1700 socket: Support for the 14th, 13th, and 12th Generation Intel® Core™, Pentium® Gold and Celeron® Processors* 

- Intel® H610 Express Chipset 

- Support for DDR4 3200/3000/2933/2666/2400/2133 MT/s memory modules, 2 x DDR4 DIMM sockets supporting up to 64 

GB (32 GB single DIMM capacity) of system memory, dual channel memory architecture 

- Graphics support: 1 x D-Sub port, supporting a maximum resolution of 1920x1200@60 Hz, 1 x HDMI port, supporting a 

maximum resolution of 4096x2160@60 Hz (HDMI 2.1 version and HDCP 2.3) 

- Audio: Realtek® Audio CODEC, High Definition Audio, 2/4/5.1/7.1-channel 

- 1 x PCI Express x16 slot, supporting PCIe 4.0 and running at x16, 1 x PCI Express x1 slot, supporting PCIe 3.0 and running at 

x1 

- Storage: 1 x M.2 connector (type 2280/2260 PCIe 3.0 x4/x2 SSD), 4 x SATA 6Gb/s connectors 

- USB: 4 x USB 3.2 Gen 1 ports, 4 x USB 2.0/1.1, 4 x USB 2.0/1.1 internal USB headers. 

- 1x Trusted Platform Module header (GC-TPM2.0 SPI/GC-TPM2.0 SPI 2.0)  

- Kết nối: (PS/2 keyboard + mouse port, 1 x D-Sub port, 1 x HDMI port, 2 x USB 3.2, 4 x USB 2.0/1.1 ports, RJ-45 port) 

- Không sử dụng: MB cỡ nhỏ hơn MicroATX 

Ram 8Gb bus 3200Mhz 

HDD SSD 256Gb M.2 NVMe PCIe 

Mouse USB + Keyboard USB Logitech K120 

Nguồn 450W (công suất thực, không sử dụng nguồn không rõ nguồn gốc, chỉ sử dụng kích thước ATX PS/2) 

Case ATX (phải có khe gắn DVD, không sử dụng small-form factor, mini-tower, micro-tower) 

LCD 21.5” (1920 X 1080 ;3000:1;12ms, dual HDMI - VGA Port ) 

Ổ ghi DVD Internal, hỗ trợ ghi DVD và CD 

Card mạng PCI-E (10/100/1000Mbps), hỗ trợ: 

- PPTP, L2TP, SSTP (ESP,NAT-T , ISAKMP) 

- AMQP 1.0 – TCP + TLS: 

- Remote Desktop Gateway Server Protocol 

- Common Criteria certified (EAL4+) 

- CMPI (Secs) 

- IPX 

- NetSupport Server/Gateway exchange protocol (NSSGEP) with 2FA 

Ghi chú: Không sử dụng máy FPT e-Lead, máy tính sử dụng linh kiện không theo kích thước tiêu chuẩn 


